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Freely combinable components, networked functions and more performance. This is 
what the K-Class Flex II Pro series stands for. Implement new features or individual 
requirements. A powerful Intel® Quad Core processor and the large working 
memory make it possible. With their modular system and attractive design the Flex 
solutions also ideally integrate in your retail concept from an optical point of view.

More informationen
High performance 
with a wide range of 
solutions and options.

Fact Sheet
K-Class Flex II Pro

Specifications Facts Details

Color Anthracite gray 
Signal white

RAL 7016 
RAL 9003

Color touch screen TFT LCD with LED backlighting 
Screen resolution 
Touch screen resolution 
Mounting 
 
Dimensions 
Weight

12.1" diagonal/16.7 million colors 
800 x 600, SVGA 
4,096 x 4,096, 5-wire resistive 
Standard mounting system VESA 75, infinitely inclinable 
and swivel-mounted 
W x H x D: 293 x 241 x 67 mm 
2.7 kg

Multi-color  
customer display

12.1" display: 
TFT LCD with LED backlighting 
Screen resolution 
Mounting 
 
Dimensions 
Weight 
 
7" display: 
TFT LCD with LED backlighting 
Screen resolution 
Mounting 
 
Dimensions 
Weight

 
16.7 million colors 
800 x 600, SVGA 
Standard mounting system VESA 75, infinitely inclinable 
and swivel-mounted 
W x H x D: 293 x 241 x 67 mm 
2.7 kg 
 
 
16.7 million colors 
800 x 480, SVGA 
Standard mounting system VESA 75, infinitely inclinable 
and swivel-mounted 
W x H x D: 208 x 137 x 50 mm 
1.0 kg

KF printer Receipt/Linerless 
 
 
Label 
Dual printer 
Easy load 
Mounting 
 
Power supply via K-Class Flex II 
Dimensions 
Weight

3" T/L  
Up to 80 mm paper width 
Print speed of up to 150 mm/s 
3" E  
2" T + 2" L or 2" T + 3" E 
Easy to change label roll, receipt/linerless 
Optionally on mounting system VESA standard 75 
 
 
W x D X H: 137 x 404 x 151 mm  
3.8 kg

2" L compact printer Receipt/Linerless 
 
Easy load 
Mounting 
 
Power supply via K-Class Flex II 
Dimensions 
Weight

Paper width 2"/58 mm 
Print speed of up to 150 mm/s 
Easy to change label rolls 
Optionally on mounting system VESA standard 75 
 
 
W x D X H: 105 x 217 x 137 mm  
1.6 kg 
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EPSON printer Receipt 
 
Front loader 
 
Cutter 
Separate power pack 
Dimensions 
Weight

Paper width 80 mm 
Print speed of up to 250 mm/s 
Installation under table possible 
 
 
 
W x D X H: 125 x 195 x 114 mm 
1.7 kg

CPU control unit Operating system: 
Windows 10 IoT Enterprise 2016 LTSB 
BIZLPOS3 OpenSuse® ≥ 42.1 Leap Kernel 4.2 
 
Processor: 
Intel® Celeron® Processor N3160 Quad Core 
 
 
 
RAM 
Mass storage 
Interfaces 
Dimensions 
Weight

 
64 bit Windows 
64 bit Linux 
 
Clock rate of up to 2.24 GHz 
L2 cache: 2 MB 
Instruction set: 64 bit 
Integrated graphics card Intel® HD Graphics 4000 
 
DDR3L RAM 4 GB 
60 GB 
GBit LAN, 2 x COM, 2 x USB 2.0, 2 x USB 3.0 
W x D X H: 286 x 286 x 79 mm 
6.1 kg

Scale software RetailPowerScale 
 
 
RetailIntegratorsKit (RIK) 

Bizerba scale software, compatible with 
RetailFramework products 
 
3rd-party software

Load receptors Type KF, 3/6 kg or 6/15 kg 
L x W x H: 295 x 295 x 62 mm 
 
Type 18 A, 6/15 kg 
L x W x H: 340 x 275 x 123 mm 
 
Type KscalePad, 6/15 kg 
L x W x H: 367 x 262 x 25 mm  
 
Type 150 Retail KF, up to 150 kg 
W x D: 500 x 400 mm, platform scale 
 
Type 350 Retail KF, 30/60 kg 
W x D: 800 x 600 mm, platform scale 
 
Type 200 VE-K Retail KF, 150 kg 
W x D: 550 x 445 mm, fold down scale 
 
Type VSC280 Flex, 3/6 kg 
 
Type GSP H Flex, 3/6 kg

Interval 1/2 g, min. 20 g or 2/5 g, min. 40 g 
 
 
Interval 2/5 g, min. 40 g 
 
 
Interval 2/5 g, min. 40 g 
 
 
Interval 2/5 g, min. 40 g to 20/50 g, min. 400 g 
 
 
Interval 10/20 g, min. 400 g 
 
 
Interval 50 g, min. 1 kg 
 
 
Interval 1/2 g, min. 20 g 
 
Interval 1/2 g, min. 20 g

VESA mounting system Display holder 
Mounting arm for printer 
Dimensions 
Weight

VESA Mount for operator and customer display 
Optionally possible 
Footprint 100 mm ∅, Height: 500 mm 
2.4 kg

Options Facts Details

Printer For every purpose Receipt, Linerless, label

Customer display Different versions 7" or 12.1" display

Interfaces Connection for 15"/19" monitor VGA socket

RAM RAM 8 GB DDR3L

Mass storage SSD 120 GB
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Software extensions RetailApps 
 
Software modules: 
Cash register, scanning, e-cash, inventory, 
delivery note, proof of origin, time registration, 
video journal, RetailConnect

Extra software function per RetailApps 
 
Software function expansion per module 

WLAN modules BWLC 
 
 
USB 

Bizerba Wireless LAN Client 
802.11 a/b/g max. 300 MBit/s 
 
USB WLAN stick (no floating sales mode possible) 
802.11 a/b/g/n max. 300 MBit/s

Infographic

Symbols

Java 
Powered

Linux 64 bit Windows 10

Dimensions

K-Class Flex II Pro: 7" customer displayK-Class Flex II Pro K-Class Flex II Pro: CPU
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Bizerba SE & Co. KG 
Wilhelm-Kraut-Straße 65 
72336 Balingen 
Germany 
  
T +49 7433 12-0 
F +49 7433 12-2696 
marketing@bizerba.com 
  
www.bizerba.com


